
AMBIENT HUMIDITY &
TEMPERATURE SENSOR MODULE

SKU: ATH

Ambient Humidity & Temperature Sensor Module ATH utilizes
digital sensor delivers high accuracy measurement. Easy
connect to WS433-M12(-T) via M12 connector.

PLUG & PLAY
Just plug the pressure module onto WS433-M12F via M12
connector, then it works automatically

 MULTIPLE TYPES
Compact type or cable extionsion type to suite variety
applications

 HIGH ACCURACY
Digital sensor with factory-calibration

 SINTERED FILTER
Alloy sintered filter to protect sensor in hash environment
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ATH AMBIENT HUMIDITY & TEMPERATURE SENSOR MODULE

 SPECIFICATION

Sensor  Digital type, factory calibrated, output both Humidity & Temperature values

Humidity measuring range  0 .. 100 %RH

Humidity accuracy  +/- 2.0%

Humidity resolution  0.1%

Temperature measuring range  -40 .. + 85 oC

Temperature accuracy  +/- 0.2 oC

Temperature resolution  0.1 oC

Sensor Filter: 20um Alloy sintered filter

Electrical connection M12-male connector
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ATH AMBIENT HUMIDITY & TEMPERATURE SENSOR MODULE

 ORDERING INFORMATION

ITEM CODE DESCRIPTIONS

ATH-11 Compact ambient Humidity & Temperature Sensor DULP module, M12-male connector

ATH-12-300 300mm Cable type ambient Humidity & Temperature Sensor DULP module, M12-male connector

ATH-12-P300 Ambient Humidity & Temperature Sensor DULP output, Rigid Sliding Probe 300mm length, Flange,
M12-Male connector

ATH-15 Process Humidity & Temperature Sensor, Max 10barg, DULP output, L=50mm, 304SS, 1/2" NPT Male
process connector, M12-male connector

Notes * Sensor with extension cable may have length up to 2000mm, please consult factory.
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